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Dear Dry Cleaning Owner:

The Office of Small Business Assistance would like to wish you a very joyous holiday season and a prosperous New Year. In keeping with our mission and
compact with the dry cleaners across the Commonwealth to help them understand and implement new environmental regulations, we are pleased to introduce you to
the newly reformatted 2008 Compliance Calendar for Dry Cleaners. As you will see it has a new look, a new organization and most importantly additional infor-
mation to help you comply with the recent additions to the Federal EPA Dry Cleaning Rule.

There are couple of items that we want you to know: first, Virginia has adopted the new Federal rule as a part of its regulations; and second, we want to em-
phasize that the new rule contains new requirements that you are responsible for that previously were not a part of your day-to-day compliance with the original rule.
The new requirements are included in the calendar guidance materials.

We encourage you to use the calendar to keep the records for your facility. The calendar contains all of the recordkeeping elements that are necessary for you
to prove your compliance with State and Federal rules. Remember if you use this calendar as your annual compliance record, you must be keep it on-site for 5
years. You should only use one calendar for one machine. If you have two machines you should maintain two calendar. Please encourage your competitors,
especially new dry cleaners, to use the calendar. Tell them how they can get in touch with the Office of Small Business Assistance to obtain their own calendar.

One area that continues to create some confusion is when you should notify DEQ of a change in information and what kind of change. You must notify your
regional DEQ office, in writing, within 30 days of making a change to any of the following: business name, location, store contact person, phone number, dry cleaning
machine equipment, or sale of the business (please provide new owner’s name and contact information). Make sure you reference your DEQ Air Registration Num-
ber.

I would like to congratulate you on your efforts to maintain your compliance and on your efforts to improve your workplace for your employees and the envi-
ronment of Virginia. Together, as we have for the last 14 years, we can continue to make progress. If you have any questions, please call me at 1-800-592-5482 ext.
4394, or at (804) 698-4394. It has been our pleasure in the Office of Small Business Assistance to serve you.

Sincerely,

QLJ@M/

Richard G. Rasmussen
Director
Office of Small Business Assistance
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@W DEQ Compliance Calendar for Dry Cleaners
U Regulatory Overview

—

The Clean Air Act of 1990 directed the United States Environmental Protection Agency (EPA) to regulate the emissions of 189 chemical com-
pounds designated as Hazardous Air Pollutants (HAPs). The Perchloroethylene that you use in your dry cleaning machine, also known as “perc,” is
one of the chemicals. Perc is the most commonly used chemical cleaning solvent used by dry cleaners.

In September 1993, EPA issued national regulations to control air emissions of perc from dry cleaners. In 1999, Virginia passed its own regulation
for perc dry cleaning operations. Virginia adopted the Federal Regulation as their own. These regulations created operational standards and control
technology requirements to reduce perc air emissions from dry cleaning operations.

More recently, EPA was required to strengthen the existing regulations due to potential health risks caused by perc. Perc is considered to be a po-
tential cause of cancer. Congress and EPA mandated that the health hazard caused by perc be regulated to limit exposure to the chemical. On July
27,2006, EPA published additional new regulations for perc drycleaners. This regulation revised the 1993 rule. The 2006 rule requires additional
emission controls for new drycleaner shops that have erected or installed new or used dry cleaning machine systems after December 21, 2005. The
new rule also created special requirements for dry cleaning shops that are located in buildings containing residences, “co-residential.” Fortunately,
Virginia has very few of co-residential dry cleaning shops.

This calendar will help you keep accurate records for both the State and Federal reporting requirements. It is an effective tool to maintain your re-
cords and your compliance with both the old and revised Virginia and Federal Perchloroethylene Dry Cleaner Regulations. Remember the calen-
dar is your Annual Record of Compliance. You must keep these (records) calendars for a period of 5 years. Also, remember that it is your
responsibility to let us know if your address changes, or if the ownership of your shop changes.

You must have a copy of the operations manual for your machine, your refrigeration condenser and carbon adsorber on-site at all times.

Please take advantage of this resource and all the resources provided in the calendar. Working together we can make a difference in Virginia's en-
vironment. If you have any questions, please contact Richard Rasmussen, Director of the DEQ Office of Small Business Assistance, at 1-800-592-
5482 ext. 4394, or at (804) 698-4394.

Regulatory Citations
Virginia Requirements: 9 VAC 5-60-100, Subpart M- Designated Emission Standards for Perchloroethylene Dry Cleaning Facilities
Federal EPA Requirements: 40 CFR 63.320 through 40 CFR 63.325, Subpart M--Perchloroethylene Dry Cleaning Facilities
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Calendar Instructions

General Instructions

This calendar contains all the record-keeping elements that you need to comply with the Sate and Federal rules. Please fasten the calendar directly to
your perc dry cleaning machine.

Complete the logs and charts for each month to fulfill your recordkeeping requirements. Remember the calendar is your annual record of compli-
ance — you must keep the calendar for a period of S years.

Read definitions and regulatory requirements that begin on page 29.

Weekly Equipment Inspections

If you buy 140 gallons or more of perc per year, you must check your machine weekly for leaks and record the results.
If you buy less than 140 gallons of perc per year, you must conduct and record leak inspections at least every other week.

Record the results of the inspections on the calendar. If leaks are found, or pressures, or temperatures are not correct, your machine must be repaired
within 24 hours, if replacement parts are on-site. See below instructions for Repair Log.

Circle the method of inspection “P” for perceptible (feel, see or smell), or “D” for using the Detector. Also when you use the Hydrocarbon Detector
for your monthly leak check you do not have to do the perceptible leak check for the that week. You may use the Hydrocarbon Detector for each of
your weekly checks, if you prefer this method.

Beginning on July 28, 2008, you must inspect your machine and its components on a monthly basis using a “Halogenated Hydrocarbon Detector,” if
your machine was installed prior to July 27, 2006. If your machine was installed on or after July 27, 2006, you must begin using the Halogenated Hy-
drocarbon Detector from the date of installation of your machine.

How to Use the Detector: Make sure the batteries are good, and that the tip of the wand is clean and not contaminated with perc. Keep the tip 1”” from
the surface of the gaskets, connections, seals, etc., that you are inspecting and move it very slowly approximately 1” per second. Remember that you
will have to do the testing during each of the cycles of the machine while components of the machine are being used: the wash cycle, the dry cycle and
the distillation cycle. Read the directions for your detector to understand the identification of a leak, e.g. a rapid sound or rapid light pulse. A quan-
tity of 25 ppm is now the definition of a “perc leak.” If the detector registers a leak, the leak must be repaired according to the repair schedules.

Repair Log

If leaks are found, or pressures, or temperatures are not correct, your machine must be repaired within 24 hours, if replacement parts are on-site. In the
Repair Log, please provide the inspection date and a description of the required repair; as well as the dates that the necessary part or parts were ordered,
received and installed, and the date that the repair was completed. Parts must be ordered within 2 working days of leak detection and installed within 5
working days of receipt.

Repair Log — EXAMPLE 1

Repair Log — EXAMPLE 2

Inspection Date and Date Part | Date Part | Date Part Date Inspection Date and Date Part | Date Part | Date Part Date
Description of Repair Ordered | Received | Installed | Repaired Description of Repair Ordered | Received | Installed | Repaired
1/4/08 door gasket leaking (no 1/6/08 1/15/08 1/21/08 1/22/08 1/4/08 door gasket leaking (have 1/4/08 1/5/08
replacement parts onsite) replacement parts onsite)
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Calendar Instructions continued

Refrigerated Condenser Monitoring Log Refrigerated Condenser Monitoring Log

A. If your machine has pressure gauges: Week | 1 2 3 4 5
1. Record the pressures of the high and low pressure gauges. If your machine has pressure gauges:
2. Indicate if the pressures are within the machine specifications by |Record pressures of high and low pressure gauges.

B. If your machine does not have pressure gauges:
1.

marking Y for yes, or N for no. If you circle N, your machine must | Are pressure gauges within the ranges specified in vynlynly Ny NIy N
be repaired. the manual?

If your machine does NOT have pressure gauges:

. . Record refrigerated condenser outlet temperature.
Record the outlet temperature of the refrigerated condenser prior to £ P

. . . <45°F?
the end of the cool down cycle while the gas-vapor stream is still Is the temperature gauge <45'F" YNIYNIYNJYNJYN

flowing through the condenser If you are operating a transfer machine:

Indicate if the temperature less than or equal to 45°F (7.2°C). Circle Record inlet an.d Outlet te@peramres weekly.
Y for yes, or N for no. If you circle N, the machine must be re- |Calculate the difference (inlet - outlet)

paired. Is the difference > 20°F YN|YN|YN|[YN|YN

C. Ifyou are still operating a Transfer System:

1.

For the washer only, measure the inlet and outlet temperatures.

2. Calculate the difference between the temperatures (subtract the outlet temperature from the inlet).

3.

Indicate if the difference is greater than or equal to 20°F. Circle Y for yes, or N for no. If N, the machine must be repaired.

Secondary Carbon Adsorber Monitoring
A. When a carbon adsorber is vented and is used on a machine installed before September 22, 1993:

1.

Measure the perc concentration at the outlet vent of the carbon adsorber on the last machine cycle prior to the desorption of the carbon adsorber, or
the replacement of the charcoal. You must use a colorimetric tube and the perc concentration must be less than or equal to 100 ppm with an accu-
racy of +25 ppm by volume.

Indicate whether the perc concentration is less than 100 ppm, by circling Y for yes, or N for no.

If the readings do not meet the required limits, desorb the carbon adsorber according to the machine manufacturers instructions and take the read-
ings again during another cycle. If they still do not meet the required specification, the machine needs to be repaired.

B. When a non-vented carbon adsorber is used to pass the gas vapor stream through the adsorber prior to door being opened on a machine in-
stalled after Dec. 21, 2005:

1.

W

Measure final perc concentration, by placing a colorimetric detector tube or a PCE gas analyzer into the open space above the articles of clothing
at the rear of the dry cleaning machine drum immediately upon opening the door. The reading should be less than or equal to 300 ppm with an
accuracy of £75 ppm by volume.

Indicate whether the perc concentration is less than 300 ppm, by circling Y for yes, or N for no.

If the readings do not meet the required limits, desorb the carbon adsorber according to the machine manufacturers instructions and take the read-
ings again during another cycle. If they still do not meet the required specification, the machine needs to be repaired.
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Calendar Instructions continued

Perc Purchases Running Total
This chart must be completed on the first day of each month. Below is an example of how to complete the Perc Purchases Running Total chart.

Perc Purchases Running Total : -
Enter running total from previous month.
Total from Last Month 55 «
Subtract Perc Purchased P Enter the amount of PERC you purchased during this same month last year,
JANUARY 2007 - 10 < using last year’s records or calendar. Subtract that amount.
Subtotal <
e 45 ; This is your 12-month running total, if you did not purchase Perc this month.
Purchase Date | Purchase Amount 12 Month Running Total
7/12 + 15 60 < This is your 12-month running total if you purchased PERC this month. Re-
% T % cord the bottom number in this column on next month’s form in line “Total
from Last Month.”

Record date Perc
was purchased.

If you purchased PERC this month, record the amount and add it to the subtotal. This amount will also go on
next year’s calendar for this same month under Subtract Perc Purchased.

If you have any questions, please contact Richard Rasmussen, Director of the DEQ Office of Small Business Assis-
tance, at 1-800-592-5482 ext. 4394, or at (804) 698-4394.

Do you need additional copies of this calendar? You should have a calendar posted to each of your perc dry cleaning machines. To request addi-
tional copies, please contact Dana Brancolini by telephone at (804) 698-4115, or e-mail at drbrancolini@deq.virginia.gov.
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January 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplpDlPpDlPDIPD RetmiosstediConconsoiononingliog
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 gyouz machine ha; 1E).rehssm;ielgauges:
Hose connections, unions, couplings & valves | Y N| Y N |[Y N| YN |Y N Aecor PICSSUes 0 lghf‘“ N OW pressure g;ujés'
; ] thin t
s Machine door gasket and seating YN[YN|YN|YN|YN three Ifl ;‘:f;lge gauges withi the ranges specticd |y N Y N |[Y N| YN |[Y N
3)::_ Pumps YN YNIYNIYNJYN If your machine does NOT have pressure gauges:
n | Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
3 |Filter housings YN YN|YN|YN|YN Is the temperature gauge <45°F? YN|{YN|YN|[YN|YN
o . ;
Filter gaskets and seating YNIYN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YN|YN|YN|YNI|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN YN|YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|YN|YN|YN|YN Is the difference > 20°F YNJYNJYN]YNJYN
'i Heating and cooling coil doors YN I YN|YN|YN|YN
S | Hose connections, unions, couplings & valves |[Y N| Y N |[Y N| Y N | Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|YN YN|YN Week | 1 2 3 4 5
Lint trap YNIYN|J YN YNIYN Is perc concentration less than 100 ppm?
o | Hose connections, unions, couplings & valves | Y N| Y N [Y N| Y N |Y N (fpr machines that’vent to carbog adsorbersimme- |Y N| Y N |[YN| YN |[Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— : 9
8 [ Distillati it YNIYNIYNIYNIY N Is perc concentration less than 300 ppm?
g- ISation um (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|YN|YN|YN
@ Waste tanks and storage containers YN|/YN|YN|YN|YN N
o g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired JANUARY 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+
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Sun
6
13
20
27
gl
Qi

14

21

28

Mon

15

22

29

DEQ Compliance Calendar for Dry Cleaners

January 2008

Tue Wed

16

23

30

10

17

24

31

Thu

Fri

4 5

Temp logged [
Inspect logged []

11 12

Temp logged [
Inspect logged []

18 19

Temp logged [
Inspect logged []

25 26

Temp logged [
Inspect logged []

Beginning on July 28, 2008, you must inspect your machine and its components on a monthly basis using
a “Halogenated Hydrocarbon Detector,” if your machine was installed prior to July 27, 2006. If your ma-
chine was installed on or after July 27, 2006, you must begin using the Halogenated Hydrocarbon Detec-
tor from the date of installation of your machine.
Complete January 2008 chart in the Waste Generation/Treatment Log on page 38.

Good idea: Close and secure machine doors except during loading and unloading.

Sat

Virginia Department of
Environmental Quality
Small Business Assistance
Program

PO Box 1105

Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264
osba@deq.virginia.gov

r

/,
VA SBAP - /
—

Virginia Small Business Assistance Program !

Serving Business and the Environment
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February 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplppDlPpDlPDIPD ReniosatediCondensonilonnonngliod
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 If your machine has pressure gauges:
. : . Record fhigh and 1 .
Hose connections, unions, couplings & valves [Y N| Y N |Y N[ Y N |Y N Aecor PICSSUIes 0 lgh.an 0 OW pressure ‘_g;uiés
] ; t t
< Machine door gasket and seating YN  YN|YN|IYN|YN thzerﬁzisusslr‘?e gauges within the ranges spectic 1y N Y N |[Y N| Y N | Y N
(nn::_ Pumps YN YN|YNIYN/YN If your machine does NOT have pressure gauges:
o |Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
E Filter housings YN/ YN|JYNI YN YN Is the temperature gauge <45°F? YN[YN|YN|YN|YN
o . .
Filter gaskets and seating YN YN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YNIYN|YN|YN|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN|YN|[YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|[YN|YN|YN|YN Is the difference > 20°F YNIYNJYNJYNJYN
E Heating and cooling coil doors YN YN|YN|IYN|YN
S | Hose connections, unions, couplings & valves |Y N| Y N |[Y N| YN [Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|[YN| YN|YN Week| 1 2 3 4 5
Lint trap YNIYNJ YN YN|YN Is perc concentration less than 100 ppm?
2. | Hose connections, unions, couplings & valves | Y N| Y N [Y N| Y N |Y N (for machines that vent to carbon adsorbers imme- |[Y N| Y N |[Y N| Y N |Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— 1 “)
® | Distillati it YNIYNIYNIYN|YN Is perc concentration less than 300 ppm?
c—";- [SHTation umt (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|[YN| YN|YN
@ Waste tanks and storage containers YNIYN|YN|YN|YN N
L g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired FEBRUARY 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+
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DEQ Compliance Calendar for Dry Cleaners

February 2008

Sun Mon Tue Wed Thu Fri Sat

1 2

Temp logged [
Inspect logged []

3 4 5 6 7 8 9

Temp logged [
Inspect logged []

10 11 12 13 14 15 16
Temp logged [
Inspect logged []

17 18 19 20 21 22 23
Temp logged [ Virginia Department of
Inspect logged [] Environmental Quality
Small Business Assistance
Program
PO Box 1105
24 25 26 27 28 29 Richmond, VA 23218-1105

Temp logged [

Inspect logged [] Toll-Free: 800.592.5482

ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

osba@deq.virginia.gov

Kdg\/n&/%‘! Complete February 2008 chart in the Waste Generation/Treatment Log on page 38. 4
/.
VA SBAP - /
\f‘ inia Small Busi Assist; "
Good idea: Drain cartridge filters in their housings for at least a 24-hour period. " Gerving Business and the Environment.
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March 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplpDlPpDlPDIPD RetmiosstediConconsoiononingliog
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 gyouz machine ha; 1E).rehssm;ielgauges:
Hose connections, unions, couplings & valves | Y N| Y N |[Y N| YN |Y N Aecor PICSSUes 0 lghf‘“ N OW pressure g;ujés'
; ] thin t
s Machine door gasket and seating YN[YN|YN|YN|YN three Ifl ;‘:f;lge gauges withi the ranges specticd |y N Y N |[Y N| YN |[Y N
3)::_ Pumps YN YNIYNIYNJYN If your machine does NOT have pressure gauges:
n | Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
3 |Filter housings YN YN|YN|YN|YN Is the temperature gauge <45°F? YN|{YN|YN|[YN|YN
o . ;
Filter gaskets and seating YNIYN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YN|YN|YN|YNI|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN YN|YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|YN|YN|YN|YN Is the difference > 20°F YNJYNJYN]YNJYN
'i Heating and cooling coil doors YN I YN|YN|YN|YN
S | Hose connections, unions, couplings & valves |[Y N| Y N |[Y N| Y N | Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|YN YN|YN Week | 1 2 3 4 5
Lint trap YNIYN|J YN YNIYN Is perc concentration less than 100 ppm?
2. | Hose connections, unions, couplings & valves | Y N| Y N |[Y N| Y N | Y N (for machines that vent to carbon adsorbers imme- | Y N| Y N |[Y N| Y N |Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— : 9
8 [ Distillati it YNIYNIYNIYNIY N Is perc concentration less than 300 ppm?
g- ISation um (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|YN|YN|YN
@ Waste tanks and storage containers YN|/YN|YN|YN|YN N
o g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired MARCH 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+
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DEQ Compliance Calendar for Dry Cleaners

March 2008

Sun Mon Tue Wed

2 3 4 5
9 10 11 12
16 17 18 19
23 24 25 26
30 31

e
Qi

Thu

13

20

27

Fri

7

Temp logged [
Inspect logged []

14
Temp logged [
Inspect logged []

21

Temp logged [
Inspect logged []

28
Temp logged [
Inspect logged []

Complete March 2008 chart in the Waste Generation/Treatment Log on page 38.

15

22

29

Sat

Virginia Department of
Environmental Quality
Small Business Assistance
Program

PO Box 1105

Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264
osba@deq.virginia.gov

r

/,
VA SBAP - /
—

Virginia Small Business Assistance Program !

Serving Business and the Environment
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Aprll 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplpplpplPpD |PD S L (S0 T L
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 If your machine has pressure gauges:
. : . Record fhigh and 1 .
Hose connections, unions, couplings & valves [Y N| Y N |Y N[ Y N |Y N Aecor PICSSUIes 0 lgh.an N OW pressure ‘_g;uiés
] ; thin t
< Machine door gasket and seating YN  YN|YN|IYN|YN thzerﬁzisusslr‘?e gauges within the ranges spectic 1y N Y N |[Y N| Y N | Y N
(nn::_ Pumps YN YN|YNIYN/YN If your machine does NOT have pressure gauges:
o |Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
E Filter housings YN/ YNJYN|YN|YN Is the temperature gauge <45°F? YN|[YN|YN|YN|YN
o . .
Filter gaskets and seating YN YN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YN|IYN|YNIYNI|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN|YN|[YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|YN|YN|YN|YN Is the difference > 20°F YN YNJYN|YNJYN
E Heating and cooling coil doors YN YN|YN|IYN|YN
S | Hose connections, unions, couplings & valves |Y N| Y N |[Y N| YN [Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|[YN| YN|YN Week| 1 2 3 4 5
Lint trap YNIYNJ YN YN|YN Is perc concentration less than 100 ppm?
2 | Hose connections, unions, couplings & valves | Y N| Y N [Y N[ Y N |Y N (for machines that vent to carbon adsorbers imme- | Y N| Y N |[Y N| Y N |Y N
‘é Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— M l")
® | Distillati it YNIYNIYNIYN|YN Is perc concentration less than 300 ppm?
c—';- [SHTation umt (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|[YN| YN|YN
@ Waste tanks and storage containers YNIYN|YN|YN|YN N
o g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired APRIL 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+

Page 11




DEQ Compliance Calendar for Dry Cleaners

April 2008

Sun Mon Tue Wed Thu Fri Sat

1 2 3 4 5

Temp logged [
Inspect logged []

6 7 8 9 10 11 12

Temp logged [
Inspect logged []

13 14 15 16 17 18 19
Temp logged [
Inspect logged []

20 21 22 23 24 25 26

Temp logged [ Virginia Department of
Inspect logged [] Environmental Quality
Small Business Assistance
Program
PO Box 1105
27 28 29 30 Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

osba@deq.virginia.gov

A
VA SBAP =

-

Good idea: Maintain the solvent-to-carbon ratio and steam pressure for carbon beds in : e
Virginia Small Business Assistance Program !

accordance with the manufacturer's specifications. Serving Business and the Environment
Page 12

Kdg\/n&/%‘! Complete April 2008 chart in the Waste Generation/Treatment Log on page 38. 4




May 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplpDlPpDlPDIPD RetmiosstediConconsoiononingliog
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 gyouz machine ha; 1E).rehssm;ielgauges:
Hose connections, unions, couplings & valves | Y N| Y N |[Y N| YN |Y N Aecor PICSSUes 0 lghf‘“ N OW pressure g;ujés'
; ] thin t
s Machine door gasket and seating YN[YN|YN|YN|YN three Ifl ;‘:f;lge gauges withi the ranges specticd |y N Y N |[Y N| YN |[Y N
3)::_ Pumps YN YNIYNIYNJYN If your machine does NOT have pressure gauges:
n | Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
3 |Filter housings YN{YN|YN/YN|YN Is the temperature gauge <45°F? YN|YN|YN|YN|YN
o . ;
Filter gaskets and seating YNIYN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YN|YN|YN|YNI|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN YN|YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN[YN|YN|/YN|YN Is the difference > 20°F YNIYNJYNJYNJYN
'i Heating and cooling coil doors YN I YN|YN|YN|YN
S | Hose connections, unions, couplings & valves |[Y N| Y N |[Y N| Y N | Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|YN YN|YN Week | 1 2 3 4 5
Lint trap YNIYN|J YN YNIYN Is perc concentration less than 100 ppm?
2. | Hose connections, unions, couplings & valves | Y N| Y N |[Y N| Y N | Y N (for machines that vent to carbon adsorbers imme- | Y N| Y N |[Y N| Y N |Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— 1 “)
9 | Distillati it YNIYNIYNIYNIY N Is perc concentration less than 300 ppm?
g- [SHTation um (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|YN|YN|YN
@ Waste tanks and storage containers YN|/YN|YN|YN|YN N
o g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired MAY 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+

Page 13




DEQ Compliance Calendar for Dry Cleaners

May 2008

Sun Mon Tue Wed
11 12 13 14
18 19 20 21
25 26 27 28

Thu

15

22

29

Fri

2

Temp logged [
Inspect logged []

9

Temp logged [
Inspect logged []

16
Temp logged [
Inspect logged []

23
Temp logged [
Inspect logged []

30
Temp logged [
Inspect logged []

Km/n&/%‘! Complete May 2008 chart in the Waste Generation/Treatment Log on page 38.

10

17

24

31

Good idea: All dry cleaning equipment should be operated and maintained according to
the manufacturer's instructions found in the operation and maintenance manuals.

Sat

Virginia Department of
Environmental Quality
Small Business Assistance
Program

PO Box 1105

Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

osba@deq.virginia.gov

r

/.
VA SBAP =

-

T

Virginia Small Business Assistance Program !
Serving Business and the Environment

Page 14



June 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplpDlPpDlPDIPD RetmiosstediConconsoiononingliog
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 gyouz machine ha; 1E).rehssm;ielgauges:
Hose connections, unions, couplings & valves | Y N| Y N |[Y N| YN |Y N Aecor PICSSUes 0 lghf‘“ N OW pressure g;ujés'
; ] thin t
s Machine door gasket and seating YN[YN|YN|YN|YN three Ifl ;‘:f;lge gauges withi the ranges specticd |y N Y N |[Y N| YN |[Y N
3)::_ Pumps YN YNIYNIYNJYN If your machine does NOT have pressure gauges:
n | Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
3 |Filter housings YN YN|YN|YN|YN Is the temperature gauge <45°F? YN|{YN|YN|[YN|YN
o . ;
Filter gaskets and seating YNIYN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YN|YN|YN|YNI|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN YN|YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|YN|YN|YN|YN Is the difference > 20°F YNJYNJYN]YNJYN
'i Heating and cooling coil doors YN I YN|YN|YN|YN
S | Hose connections, unions, couplings & valves |[Y N| Y N |[Y N| Y N | Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|YN YN|YN Week | 1 2 3 4 5
Lint trap YNIYN|J YN YNIYN Is perc concentration less than 100 ppm?
o | Hose connections, unions, couplings & valves | Y N| Y N [Y N| Y N |Y N (fpr machines that’vent to carbog adsorbersimme- |Y N| Y N |[YN| YN |[Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— : 9
8 [ Distillati it YNIYNIYNIYNIY N Is perc concentration less than 300 ppm?
g- ISation um (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|YN|YN|YN
@ Waste tanks and storage containers YN|/YN|YN|YN|YN N
o g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired JUNE 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+

Page 15




DEQ Compliance Calendar for Dry Cleaners

June 2008

Sun Mon Tue Wed Thu Fri

15

22

29

eyl
Qi

Sit

—

2 3 4 5 6 7

Temp logged [
Inspect logged []

9 10 11 12 13 14

Temp logged [
Inspect logged []

16 17 18 19 20 21
Temp logged [
Inspect logged []

23 24 25 26 27 28

Temp logged [
Inspect logged []

30

Complete June 2008 chart in the Waste Generation/Treatment Log on page 38.

By July 27, 2008, all dry cleaning facilities must submit to DEQ and EPA a Notification of Compli-
ance Status, by registered mail. The form is provided in the July calendar section.

After July 27, 2008, all drycleaners must discontinue the use of transfer machine systems.

Sat

Virginia Department of
Environmental Quality
Small Business Assistance
Program

PO Box 1105

Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264
osba@deq.virginia.gov

r

/,
VA SBAP - /
—

Virginia Small Business Assistance Program !

Serving Business and the Environment

Page 16



July 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplpplpplPpD |PD S L (S0 T L
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 If your machine has pressure gauges:
. : . Record fhigh and 1 .
Hose connections, unions, couplings & valves [Y N| Y N |Y N[ Y N |Y N Aecor PICSSUIes 0 lgh.an N OW pressure ‘_g;uiés
] ; thin t
< Machine door gasket and seating YN  YN|YN|IYN|YN thzerﬁzisusslr‘?e gauges within the ranges spectic 1y N Y N |[Y N| Y N | Y N
(nn::_ Pumps YN YN|YNIYN/YN If your machine does NOT have pressure gauges:
o |Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
E Filter housings YN/ YNJYN|YN|YN Is the temperature gauge <45°F? YN|[YN|YN|YN|YN
o . .
Filter gaskets and seating YN YN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YN|IYN|YNIYNI|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN|YN|[YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|YN|YN|YN|YN Is the difference > 20°F YN YNJYN|YNJYN
E Heating and cooling coil doors YN YN|YN|IYN|YN
S | Hose connections, unions, couplings & valves |Y N| Y N |[Y N| YN [Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|[YN| YN|YN Week| 1 2 3 4 5
Lint trap YNIYNJ YN YN|YN Is perc concentration less than 100 ppm?
2 | Hose connections, unions, couplings & valves | Y N| Y N [Y N[ Y N |Y N (for machines that vent to carbon adsorbers imme- | Y N| Y N |[Y N| Y N |Y N
‘é Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— M l")
® | Distillati it YNIYNIYNIYN|YN Is perc concentration less than 300 ppm?
c—';- [SHTation umt (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|[YN| YN|YN
@ Waste tanks and storage containers YNIYN|YN|YN|YN N
o g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired JULY 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+

Page 17




6202-€0161 Vd ‘erydiope[iyqd
(00dV¢€) 19918 Y21V 091
&oﬁ.@_m HQOSOO.HOMQW (i<
:.mm ﬁou‘mEM ”Eﬁ<

Qoﬂm_>ﬂg Qoﬁoouo.um (i<

I11 UoI39y Vdd SN

*Sp10991 In0oA 10J Adoo & dooy 03 Toquuowr

-0y CIII uoiday Vdd 'S'N Ayl 03 Adod suo pue (a8ed Suimo[[oy oy} uo papraoid uonewWIOUl IJIJO [eU0IZaT) AJ[BO0[ JNOA SULIDA0D
901330 TeuoI3a1 Aren) [eUdWUOIAUY JO juounIedo( eruiSnA ay) Jo 18euejy doueljdwo)) 1y ay) 03 wioj siyy Jo Adod suo wmjoy

opLL oweN aInyeudIg (el d[qisuodsay

"77E°€98 Ul punoy [y Surued]) AI( [eI9Pdy ul
punoj sjudwdIMbax Suriojiuow pue AP [0.3U0d J[qedijdde e Pm dueidwod ur s1 AL} SIY) Jey) pue
IZpIrmowy Aw JO 1S3Q IY) 0) INI) PUE ILANIIE I( 0) UOHBIYIIOU SIY) Ul PIUIBIUOI UOHBULIOJUI IY) AJI)IdD |

onn
puUE 9JBINdJE SI UOHEBINOU SIY) Ul pajudsdid uonewojur 9y} [[& Jey} MO[oq AJI1I90 jsnwl [BIOLFO 2[qIsuodsay ay L,

o[y Surues) A1 oy Jo (p)EzE €98 ur punoj syuowdinbar [e1o
-pay a3 03 SuIp1099€ Parenoed uondwnsuod JudAJos A[1eaK o) uodn paseq uondwnsuo)) JUSA[0S Dd A[IBOA S AN[10B]

ON SOA $TTE €98 ur punoy oy Jurues[) A1q
[e1opaJ Jo Juowaambair a[qesridde ayp Jo yoea ypm souerdwos ur doys siy3 sy

00InoOS BATY ~ 00InoS IolelN {901n0s BaIe 10 901n0s Jofew € doys smy} s|
ON  Sox (swednooo
Ioumo Io ‘aoeds poased[ ‘syurud) IOI0 ou Ym Jurp[ing e ur pajyeoo] doys smyy s

ON  SOx {UONBIIITION SIT) JO W) 31 J© JUBORA
ST QOUJPISAI AY) JT UIAD (S)00UdPISAI € (IIm SuIpying e ur pajeoof doys siyj S|

:diz T omS yNle)

:SSOIPPY 19911S

:oweN A[Ioe

)11, 9Y) JO UoneIOT [BISAYJ PUt dWeN

:drz - 13 TN N1ig)

:SSOIPPY 19911S

:oweN

A11ey Jo 10)es3d( 10 JuUM(Q) JO SSAIPPY PUB dWEBN

" [rew pa1o)sI3al ela 800T ‘8T AInf Aq Vdd pue OAQ 0
sne)S 9ouer[dwo)) JO uonedYoON B Jiuuqns jsnw AJ11oe} urueado A1p € Jo 103e10do 10 10umo Y[,

snye)S uerduwo)) Jo uonedynoN 8007 - S1uURdD A1

ALITVNO TVINAANOYIANA A0 INFNLIVIAd
VINIDHUIA 40 HLTVAMNONWNOD



8ELT-610VT VA djoueoy
MN PY A1) S19319d 610¢€

001 [euoI3NY [enud)) 19M OAd
Ia3eue|y douerdwo)) ny

"00£9-29 (0%S) 1[0 ‘UONBWIOJUI 310U 10, "Wd[ES pue
oxouroy ‘pIoJpey ‘O[[IASUBIBIN ‘UOISUIAO)) ‘9510, UOYI[D ‘PIOJPod JO SONIO 9y} pue ‘oxoueoy pue Dyse[nd oLned ‘AIOwWOZIUON
‘KIUdY ‘so[ID) ‘uipuel ‘pAol] ‘Srer) 4Inojojog ‘piojpoq ‘Auey3I9[[y JO SONUNOD I} SAAIOS NUYJO [BUOISNY [LNUID ISIA YL

615S6-1087C VA ‘Sinquostureyq
000¢ XO4d Od

1O [euoday AeA OFd
Ia3euey oouerdwo)) my

"008L-+LS (01S) 1189 ‘UOBULIOJUI 9IOW JO "JOISAYIUIA\ PUB 0JOGSIUABAN ‘UOJUNEIS ‘UO)
-8urxo ‘8IMQuOSLLIBY “Q[[IASINO[IRY)) ‘BISIA BUING JO SONIO Y] PUR ‘UILIBA\ PUB JROPURUIYS ‘WRYSULNO0Y ‘OFPLIqY00y ‘93 ‘UOS
-[ON ‘PUBIUSTH ‘QUIDID) OLIOPAI] ‘BUUBAN[ ‘O3Ie[) ‘e ‘BIsndny QMeWI[Y JO SINUNOD I} SIAIIS YJ [BUOISIY AJ[BA oYL

8891-Z1ZHT VA ‘U01Buiqy
8891 XOd Od

001} [euo139y 1somynos OIJ
Ia3eue|y douerdwo)) Iy

0087929 (947) 1189 ‘UOIBUWLIOJUI AI0W 10, "UOMON PUe Xe[er) ‘[0ISLIg JO SN oY} Pue YIAA\ PUB ISIA ‘UOISUIYSBA\ ‘[[OMIZEB],
PAWS POIS TOsSY ‘09 ‘UOSABID) ‘UOSUDOI( ‘[[OLIB) ‘UBUBYONg ‘pUBR[{ JO SIMIUNOI ) SIAIOS YJ( [UOIFNY ISAMYINOS Y [,

T0SYT VA ‘Binquouky

P S¥BHSQUILL, SOLL

90LJO [eUOIZaY [ENU) YINOS O
Ia3eue|y oouerdwo)) my

"0T15-78S (€Y 1180 ‘uonewLIojur
o1ow 104 ‘SINQUOUAT pue A[[IAUB( JO SONIO O} pUB ‘pIBMPH JULI] PUB BIUBA[ASPI] ‘ABMONON ‘SINQUOPIIIN ‘Sinquoun ‘XejijeHq
‘pueproquny) ‘opoprey) ‘[Rqdue) ‘weydurjong ‘xopewoddy ISIOYUIY JO SINUNOD A} SOAIIS YJO [BUOISIY [B1UI)D) YINog 3y ],

LOYT-TIVET VA ‘yoeaq eIuISnA
PA[{ UIOYINOS 9¢9¢

9013 [eu0I3oY IoremapL], OAA
Ia3eueyy oouerdwo)) Iy

"0002-816 (LSL) I[e0 ‘UoneuLIouI d10W 10, “SIngswer]
-[IA\ PUE [oBag BIUISHA “Y[OIng ‘pnowsiiod ‘uosonbod S[0JI0N ‘SmoN 1odmoN ‘uwordwey urpuer] ‘oxeadesay) Jo sonio ) pue
S0 A pue uoydweyinog ‘uojdwreyiioN ‘A3 sawre[ WIIA\ JO OS] “YOBWOIOY JO SANUNOD ) SOAIOS IYJ() [BUOISIY JIJCMIPL, oYL,

1079-090£T VA ‘US[IV US[D
Pd X0D V-6¥61

901JO [eUOIZaY Juowpald O
Ia3eue|y douerdwo)) 1y

"020S-LZS (£08) 1180 ‘UOIBULIOJUI IOW 10 "PUOWYINY pPue SIngsiaind ‘[[om
-odoy ‘erodwry ‘sjy3IO [BIUO[O)) JO SONIO I} PUB ‘PUL[IIOWISIAY PUB XISSNG ‘ALING ‘puowIyory ‘931090 0uLld ‘UBjeymod ‘puefioq
-WNYHON ‘TUS] MON “XISI[PPIA ‘SMOYIBIA ‘I9ISEOURT ‘WERI[[IA Sury ‘uoon) pue Jury] ‘OJLIUSH ‘IOAOUBH ‘O[[IASUIIIL) ‘PUB[YI00D)
€10)$90N0[D) “XISSH ‘QIPPIMULJ ‘P[RS ‘A1) SA[IBYD) “MOIMSUNIG BI[QUIY JO SANUNOD Y} SIAIIS YFO [BUOISIY Juompald YL,

€SPI-€617T VA “98pLIqpoopm
1D uMoI) [06€1

201J O [eUOISY wIdYHON OAd
Ia3eue|y douerdwo)) Iy

"008€-€8S (€0L) [T80 ‘uoneULIOJUT dIOW IO "NIeJ SeSSBUBA PUB SBSSBUBJA ‘SINQSYOLIOPAL] ‘YoIny)
S[[e ‘Xejire ‘BLIPUBXA[Y JO SONIO oY) pue piojjelS pue eiueA[Asjodg Spouueyeddey ‘wel[ipy oouLld 98ueI) ‘UOSIPBIN ‘BSINOT
‘unopno] ‘981000 Sury ‘wmbney ‘xepneq ‘radodn) ‘ourjore) ‘uoj3ullry JO SANUNOD AY) SAAISS YFO [BUOIZIY WIIYLION 9L



DEQ Compliance Calendar for Dry Cleaners

July 2008

Sun Mon Tue Wed Thu Fri Sat

1 2 3 4 5

Temp logged [
Inspect logged []

6 7 8 9 10 11 12

Temp logged [
Inspect logged []

13 14 15 16 17 18 19
Temp logged [
Inspect logged []

20 21 22 23 24 25 26
Temp logged [ Virginia Department of
Inspect logged [] Environmental Quality
Small Business Assistance
Program
PO Box 1105
27 28 29 30 31 Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

Beginning on July 28, 2008, you must inspect your machine and its components on a monthly basis using osba@deq.virginia.gov

Km/v\af‘ a “Halogenated Hydrocarbon Detector,” if your machine was installed prior to July 27, 2006. If your ma- e
' chine was installed on or after July 27, 2006, you must begin using the Halogenated Hydrocarbon Detec- i
tor from the date of installation of your machine. A
Complete July 2008 chart in the Waste Generation/Treatment Log on page 38.
- . o | VA SBAP ~
ot By July 27, 2008, all dry cleaning facilities must submit to DEQ and EPA a Notification of Compliance { —3
4z/  Status, by registered mail. After July 27, 2008, all drycleaners must discontinue the use of transfer ma- Virginia Small Business Assistance Program ?
_ chine systems. Serving Business and the Environment

Page 18



August 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplpDlPpDlPDIPD RetmiosstediConconsoiononingliog
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 gyouz machine ha; 1E).rehssm;ielgauges:
Hose connections, unions, couplings & valves | Y N| Y N |[Y N| YN |Y N Aecor PICSSUes 0 lghf‘“ N OW pressure g;ujés'
; ] thin t
s Machine door gasket and seating YN[YN|YN|YN|YN three Ifl ;‘:f;lge gauges withi the ranges specticd |y N Y N |[Y N| YN |[Y N
3)::_ Pumps YN YNIYNIYNJYN If your machine does NOT have pressure gauges:
n | Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
3 |Filter housings YN YN|YN|YN|YN Is the temperature gauge <45°F? YN|{YN|YN|[YN|YN
o . ;
Filter gaskets and seating YNIYN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YN|YN|YN|YNI|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN YN|YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|YN|YN|YN|YN Is the difference > 20°F YNJYNJYN]YNJYN
'i Heating and cooling coil doors YN I YN|YN|YN|YN
S | Hose connections, unions, couplings & valves |[Y N| Y N |[Y N| Y N | Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|YN YN|YN Week | 1 2 3 4 5
Lint trap YNIYN|J YN YNIYN Is perc concentration less than 100 ppm?
o | Hose connections, unions, couplings & valves | Y N| Y N [Y N| Y N |Y N (fpr machines that’vent to carbog adsorbersimme- |Y N| Y N |[YN| YN |[Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— : 9
8 [ Distillati it YNIYNIYNIYNIY N Is perc concentration less than 300 ppm?
g- ISation um (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|YN|YN|YN
@ Waste tanks and storage containers YN|/YN|YN|YN|YN N
o g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired AUGUST 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+

Page 19




DEQ Compliance Calendar for Dry Cleaners

August 2008

Sun Mon Tue Wed
3 4 5 6
10 11 12 13
17 18 19 20
24 31125 26 27

K&PX‘ Complete August 2008 chart in the Waste Generation/Treatment Log on page 38.

14

21

28

Thu

Fri

1

Temp logged [
Inspect logged []

8

Temp logged [
Inspect logged []

15
Temp logged [
Inspect logged [

22

Temp logged [
Inspect logged []

29

Temp logged [
Inspect logged []

16

23

30

Good idea: All dry cleaning equipment should be operated and maintained according to
the manufacturer's instructions found in the operation and maintenance manuals.

Sat

Virginia Department of
Environmental Quality
Small Business Assistance
Program

PO Box 1105

Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

osba@deq.virginia.gov

r

A
VA SBAP =

-

T

Virginia Small Business Assistance Program !
Serving Business and the Environment

Page 20



September 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplppDlPpDlPDIPD ReniosatediCondensonilonnonngliod
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 If your machine has pressure gauges:
. : . Record fhigh and 1 .
Hose connections, unions, couplings & valves [Y N| Y N |Y N[ Y N |Y N Aecor PICSSUIes 0 lgh.an 0 OW pressure ‘_g;uiés
] ; t t
< Machine door gasket and seating YN  YN|YN|IYN|YN thzerﬁzisusslr‘?e gauges within the ranges spectic 1y N Y N |[Y N| Y N | Y N
(nn::_ Pumps YN YN|YNIYN/YN If your machine does NOT have pressure gauges:
o |Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
E Filter housings YN/ YN|JYNI YN YN Is the temperature gauge <45°F? YN[YN|YN|YN|YN
o . .
Filter gaskets and seating YN YN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YNIYN|YN|YN|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN|YN|[YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|[YN|YN|YN|YN Is the difference > 20°F YNIYNJYNJYNJYN
E Heating and cooling coil doors YN YN|YN|IYN|YN
S | Hose connections, unions, couplings & valves |Y N| Y N |[Y N| YN [Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|[YN| YN|YN Week| 1 2 3 4 5
Lint trap YNIYNJ YN YN|YN Is perc concentration less than 100 ppm?
2 | Hose connections, unions, couplings & valves | Y N| Y N [Y N[ Y N |Y N (for machines that vent to carbon adsorbers imme- | Y N| Y N |[Y N| Y N |Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— 1 “)
® | Distillati it YNIYNIYNIYN|YN Is perc concentration less than 300 ppm?
c—";- [SHTation umt (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|[YN| YN|YN
@ Waste tanks and storage containers YNIYN|YN|YN|YN N
L g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired SEPTEMBER 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+
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DEQ Compliance Calendar for Dry Cleaners

September 2008

Sun Mon Tue Wed Thu Fri Sat

1 2 3 4 5 6

Temp logged [
Inspect logged []

7 8 9 10 11 12 13

Temp logged [
Inspect logged []

14 15 16 17 18 19 20
Temp logged [
Inspect logged []

21 22 23 24 25 26 27
Temp logged [ Virginia Department of
Inspect logged [] Environmental Quality
Small Business Assistance
Program
PO Box 1105
28 29 30 Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

osba@deq.virginia.gov

r

K&ﬁ‘ Complete September 2008 chart in the Waste Generation/Treatment Log on page

38. , /

A
Good idea: Store all solvent and waste materials in containers, that are compatible with VA SBAP ~ /
the storage of perc and perc waste (perc will not damage inside of container). These V‘ —
containers must be kept closed and marked as "Hazardous Waste." " Gerving Business and the Environment.
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October 2008 Week. 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplppDlPpDlPDIPD ReniosatediCondensonilonnonngliod
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 If your machine has pressure gauges:
. : . Record fhigh and 1 .
Hose connections, unions, couplings & valves [Y N| Y N |Y N[ Y N |Y N Aecor PICSSUIes 0 lgh.an 0 OW pressure ‘_g;uiés
] ; t t
< Machine door gasket and seating YN  YN|YN|IYN|YN thzerﬁzisusslr‘?e gauges within the ranges spectic 1y N Y N |[Y N| Y N | Y N
(nn::_ Pumps YN YN|YNIYN/YN If your machine does NOT have pressure gauges:
o |Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
E Filter housings YN YN|JYN/YN|YN Is the temperature gauge <45°F? YN|{YN|[YN|[YN|YN
o . .
Filter gaskets and seating YN YN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YNIYN|YN|YN|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN|YN|[YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|[YN|YN|YN|YN Is the difference > 20°F YNIYNJYNJYNJYN
E Heating and cooling coil doors YN YN|YN|IYN|YN
S | Hose connections, unions, couplings & valves |Y N| Y N |[Y N| YN [Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|[YN| YN|YN Week| 1 2 3 4 5
Lint trap YNIYNJ YN YN|YN Is perc concentration less than 100 ppm?
2. | Hose connections, unions, couplings & valves | Y N| Y N [Y N| Y N |Y N (for machines that vent to carbon adsorbers imme- |[Y N| Y N |[Y N| Y N |Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— 1 “)
® | Distillati it YNIYNIYNIYN|YN Is perc concentration less than 300 ppm?
c—";- [SHTation umt (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|[YN| YN|YN
@ Waste tanks and storage containers YNIYN|YN|YN|YN N
L g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired OCTOBER 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+
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DEQ Compliance Calendar for Dry Cleaners

October 2008

Sun Mon Tue Wed
1
5 6 7 8
12 13 14 15
19 20 21 22
26 27 28 29

Good idea: All containers holding perc waste should be kept with the lid on. This in-

cludes any cartridge filters or condensate wastes.

Thu

16

23

30

Fri

3

Temp logged [
Inspect logged []

10

Temp logged [
Inspect logged []

17
Temp logged [
Inspect logged []

24

Temp logged [
Inspect logged []

31
Temp logged [
Inspect logged []

11

18

25

Km/n&/%‘! Complete October 2008 chart in the Waste Generation/Treatment Log on page 38.

Sat

Virginia Department of
Environmental Quality
Small Business Assistance
Program

PO Box 1105

Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264
osba@deq.virginia.gov

r

/,
VA SBAP - /
—3

Virginia Small Business Assistance Program !

Serving Business and the Environment

Page 24



November 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplppDlPpDlPDIPD ReniosatediCondensonilonnonngliod
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 If your machine has pressure gauges:
. : . Record fhigh and 1 .
Hose connections, unions, couplings & valves [Y N| Y N |Y N[ Y N |Y N Aecor PICSSUIes 0 lgh.an 0 OW pressure ‘_g;uiés
] ; t t
< Machine door gasket and seating YN  YN|YN|IYN|YN thzerﬁzisusslr‘?e gauges within the ranges spectic 1y N Y N |[Y N| Y N | Y N
(nn::_ Pumps YN YN|YNIYN/YN If your machine does NOT have pressure gauges:
o |Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
E Filter housings YN/ YN|JYNI YN YN Is the temperature gauge <45°F? YN[YN|YN|YN|YN
o . .
Filter gaskets and seating YN YN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YNIYN|YN|YN|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN|YN|[YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|[YN|YN|YN|YN Is the difference > 20°F YNIYNJYNJYNJYN
E Heating and cooling coil doors YN YN|YN|IYN|YN
S | Hose connections, unions, couplings & valves |Y N| Y N |[Y N| YN [Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|[YN| YN|YN Week| 1 2 3 4 5
Lint trap YNIYNJ YN YN|YN Is perc concentration less than 100 ppm?
2. | Hose connections, unions, couplings & valves | Y N| Y N [Y N| Y N |Y N (for machines that vent to carbon adsorbers imme- |[Y N| Y N |[Y N| Y N |Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— 1 “)
® | Distillati it YNIYNIYNIYN|YN Is perc concentration less than 300 ppm?
c—";- [SHTation umt (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|[YN| YN|YN
@ Waste tanks and storage containers YNIYN|YN|YN|YN N
L g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired NOVEMBER 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+
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DEQ Compliance Calendar for Dry Cleaners

November 2008

Sun Mon Tue Wed Thu Fri Sat

2 3 4 5 6 7 8

Temp logged [
Inspect logged []

9 10 11 12 13 14 15
Temp logged [
Inspect logged []

16 17 18 19 20 21 22
Temp logged [ Virginia Department of
Inspect logged [] Environmental Quality
Small Business Assistance
Program
PO Box 1105
23 30 24 25 26 27 28 29 Richmond, VA 23218-1105

Temp logged [

Inspect logged [] Toll-Free: 800.592.5482

ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

osba@deq.virginia.gov

Kdg\/n&/%‘! Complete November 2008 chart in the Waste Generation/Treatment Log on page v
38. ,
/
VA SBAP - /
Good idea: Tightly seal bungs and lids on containers of raw materials and wastes to ‘ 3

Virginia Small Business Assistance Program !

Stop eva pO ration . Serving Business and the Environment
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December 2008 Week: 1 2 3 4
Date:
Staff Initials:
Weekly Equipment Inspections
Are the components without leaks? Circle Y for yes, or N for no. - —
Method: choose one. Circle P for touch, sight pplppDlPpDlPDIPD ReniosatediCondensonilonnonngliod
or smell, or D for use of detector Week | 1 2 3 4 5
Week | 1 2 3 4 5 If your machine has pressure gauges:
. : . Record fhigh and 1 .
Hose connections, unions, couplings & valves [Y N| Y N |Y N[ Y N |Y N Aecor PICSSUIes 0 lgh.an 0 OW pressure ‘_g;uiés
] ; t t
< Machine door gasket and seating YN  YN|YN|IYN|YN thzerﬁzisusslr‘?e gauges within the ranges spectic 1y N Y N |[Y N| Y N | Y N
(nn::_ Pumps YN YN|YNIYN/YN If your machine does NOT have pressure gauges:
o |Button trap YN YN|YN| YN|YN Record refrigerated condenser outlet temperature.
E Filter housings YN/ YN|JYNI YN YN Is the temperature gauge <45°F? YN[YN|YN|YN|YN
o . .
Filter gaskets and seating YN YN|YN|YN|YN If you are operating a transfer machine:
Solvent tanks YNIYN|YN|YN|YN Record inlet and outlet temperatures weekly.
Deodorizing and aeration valves on dryers YN|YN|[YN|YN|YN Calculate the difference (inlet - outlet)
o | Air and exhaust ductwork YN|[YN|YN|YN|YN Is the difference > 20°F YNIYNJYNJYNJYN
E Heating and cooling coil doors YN YN|YN|IYN|YN
S | Hose connections, unions, couplings & valves |Y N| Y N |[Y N| YN [Y N Secondary Carbon Absorber Monitoring
® | Water seperators YN|IYN|[YN| YN|YN Week| 1 2 3 4 5
Lint trap YNIYNJ YN YN|YN Is perc concentration less than 100 ppm?
2. | Hose connections, unions, couplings & valves | Y N| Y N [Y N| Y N |Y N (for machines that vent to carbon adsorbers imme- |[Y N| Y N |[Y N| Y N |Y N
& Water seperators YNIYNIYNIYNIYN diately upon machine door opening)
— 1 “)
® | Distillati it YNIYNIYNIYN|YN Is perc concentration less than 300 ppm?
c—";- [SHTation umt (for machines that vent to carbon adsorbersprior |Y N| Y N |Y N| Y N |Y N
3 Solvent tanks YN YN|YN|IYN|YN to machine door opening)
3 | Muck coolers YN YN|[YN| YN|YN
@ Waste tanks and storage containers YNIYN|YN|YN|YN N
L g Perc Purchases Running Total
Repair Log Total from Last Month
Inspection Date and Date Part | Date Part | Date Part Date Subtract Perc Purchased _
Description of Repair Ordered | Received | Installed | Repaired DECEMBER 2007
Subtotal
Purchase Date Purchase 12 Month Running Total
Amount
+
+
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DEQ Compliance Calendar for Dry Cleaners

December 2008

Sun Mon Tue Wed Thu Fri Sat

1 2 3 4 5 6

Temp logged [
Inspect logged []

7 8 9 10 11 12 13

Temp logged [
Inspect logged []

14 15 16 17 18 19 20

Temp logged [
Inspect logged []

21 22 23 24 25 26 27
Temp logged [ Virginia Department of
Inspect logged [] Environmental Quality
Small Business Assistance
Program
PO Box 1105
28 29 30 31 Richmond, VA 23218-1105

Toll-Free: 800.592.5482
ext. 4394 (in-state only)
Telephone: 804.698.4394
Fax: 804.698.4264

osba@deq.virginia.gov

Km/.\é/%“ Complete December 2008 chart in the Waste Generation/Treatment Log on page v

38. ) /
VA SBAP - /
—

Virginia Small Business Assistance Program !

Good idea: After replacing filter gaskets and seals, check for tightness. Serving Business and the Environment
Page 28




@W ) DEQ Coinpli.an.ce Calendar for Dry Cleaners
] Definitions

—

Ancillary equipment - the equipment used with a dry cleaning machine in a dry cleaning system including, but not limited to, emission control devices,
pumps, filters, muck cookers, stills, solvent tanks, solvent containers, water separators, exhaust dampers, diverter valves, interconnecting piping, hoses and ducts.

Biweekly - any 14-day period of time.
Carbon adsorber - a bed of activated carbon into which an air-perc vapor stream is routed and which adsorbs the perc on the carbon.

Colorimetric detector tube - a glass tube (sealed prior to use), containing a chemical that changes color when exposed to perc and is designed to measure
the concentration of perc in air.

Construction - the onsite fabrication, erection, or installation of a dry cleaning system.

Diverter valve - a flow control device that prevents room air from passing through a refrigerated condenser when the door of the dry cleaning machine is open.
Dry cleaning machine drum - the perforated (meaning with holes in it) container inside the dry cleaning machine that holds the articles during dry cleaning.
Dry cleaning system - a dry-to-dry machine and its ancillary equipment, or a transfer machine system and its ancillary equipment.

Dryer - a machine used to remove perc from articles by tumbling them in a heated air stream (sometimes called reclaimer).

Dry-to-dry machine - a one-machine dry cleaning operation in which washing and drying are performed in the same machine.

Exhaust damper - a flow control device that prevents the air-perc vapor stream from exiting the dry cleaning machine into a carbon adsorber before room air
is drawn into the dry cleaning machine.

Existing (for September 1993 rule) - commenced construction or reconstruction before December 9, 1991.
Existing (for July 2006 rule) - commenced construction or reconstruction before December 21, 2005.

Filter - a porous device through which perc is passed to remove contaminants in suspension. Examples include, but are not limited to, lint filter, button trap, car-
tridge filter, tubular filter, regenerative filter, prefilter, polishing filter and spin disc filter.

Halogenated hydrocarbon detector - a portable device capable of detecting vapor concentrations of perc of 25 parts per million (ppm) by volume and
indicating a concentration of 25 ppm by volume or greater by emitting an audible or visual signal that varies as the concentration changes.

New (for September 1993 rule) - commenced construction or reconstruction on or after December 9, 1991.
New (for July 2006 rule) - commenced construction or reconstruction on or after December 21, 2005.

PCE gas analyzer - a flame ionization detector, photoionization detector, or infrared analyzer capable of detecting vapor concentrations of perc of 25 parts per
million by volume.
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Definitions continued

Perceptible leaks - any perc vapor or liquid leaks that are obvious from:
1. the odor of perc;
2. visual observation, such as pools or droplets of liquid; or
3. the detection of gas flow by passing the fingers over the surface of equipment.

Reconstruction - replacement of a washer, dryer, or reclaimer; or replacement of any components of a dry cleaning system to such an extent that the fixed
capital cost of the new components exceeds 50 percent of the fixed capital cost that would be required to construct a comparable new source.

Refrigerated condenser - a vapor recovery system into which an air-perc vapor stream is routed and the perc is condensed by cooling the gas-vapor stream.

Responsible official - one of the following:

1. for a corporation: a president, secretary, treasurer, or vice president of the corporation in charge of a principal business function, or any other person
who performs similar policy or decision-making functions for the corporation, or a duly authorized representative of such person if the representative
is responsible for the overall operation of one or more dry cleaning facilities;

2. for a partnership: a general partner;
3. for a sole proprietorship: the owner; or
4. for a municipality, State, Federal, or other public agency: either a principal executive officer or ranking official.

Still - any device used to volatilize and recover perc from contaminated perc.

Transfer machine system - a multiple-machine dry cleaning operation in which washing and drying are performed in different machines. Examples in-
clude, but are not limited to:

1. a washer and dryer(s);
2. awasher and reclaimer(s); or
3. adry-to-dry machine and reclaimer(s).

Vapor leak - a perc vapor concentration exceeding 25 parts per million by volume (50 parts per million by volume as methane) as indicated by a halogenated
hydrocarbon detector or PCE (perc) gas analyzer.

Washer - a machine used to clean articles by immersing them in perc. This includes a dry-to-dry machine when used with a reclaimer.

Water separator - any device used to recover perc from a water-perc mixture, includes evaporators.
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@W) DEQ Compliance- Cal.endar fo.r Dry Cleaners . N
] Determining if the Regulations Affect Your Facility

Dry cleaners are impacted by state and federal regulations, which control perc emissions and which limit exposure to this chemical. These regula-
tions require operational standards and control technology to reduce perc air emissions from dry cleaning operations. Whether or not your dry
cleaning facility is affected by the regulations depends on the factors listed below.

A. You are not regulated, if you are using a hydrocarbon (petroleum) dry cleaning machine or machines with less than a total dryer capacity of 84
Ibs.

B. You need an air permit from DEQ, if you are using a hydrocarbon machine or machines with a combined dryer capacity of greater than 84 Ibs.

C. You are regulated, if you are using a perc dry-to-dry dry cleaning machine. The following factors determine your business classification: the
date of purchase and installation of the machine, and the amount of perc you use on an annual basis.

1. The dates of purchase and installation classify your business as “Existing” or “New.” For dry cleaning shops that are not located in a
building containing a residence, there are three important dates that determine the type of controls and records that are necessary for your
machine: December 9, 1991%*; September 22, 1993*; and December 21, 2005.

a. Any new or used machine installed after December 21, 2005 must be a “Generation 4 machine, which means that it must be dry-
to-dry with a refrigerated condenser and it must recirculate the perc-vapor stream through a non-vented carbon adsorber prior to
the door being opened.

b. All dry cleaners in existence prior to July 27, 2006 must comply with the new monitoring and record keeping requirements by
July 28, 2008. You must be in compliance with all monitoring and record keeping requirements on the date of installation. For
more information, see National Perchloroethylene (Perc) Air Emissions Standards for Dry Cleaning Facilities (e-CFR), July 27,
2006 (use the e-CFR link at http://www.deq.virginia.gov/osba/indsect.html#dry).

c. All dry cleaners are required to submit a Notification of Compliance (found in the calendar) to both EPA Region III in Philadel-
phia and to their DEQ Regional Office by July 27, 2008 indicating that they are in compliance with all provisions of the rule in-
cluding both the 1993 and the 2006 provisions.

2. The amount of perc used on an annual basis classifies your business as small, large or major.

3. The following factors determine the types of controls that are necessary for your machine, the monitoring you must perform and records
you must keep: date of installation and the classification of the business as existing or new, and as small, large or major.

* Machines installed before Dec. 9, 1991 or after Sept 22, 1993, but before Dec. 21, 2005 that use more 140 gals of perc on annual basis must have
a refrigerated condenser and must complete the weekly inspection and the refrigerated condenser record keeping.
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Store Classification and Requirements

This chart will help you classify your facility, determine what controls you need, and determine what leak detection and monitoring is required.

Classification Based on Yearly
Perc Usage

Classification Based on Date Ma-
chine Purchased and Installed

Controls Required

Leak Detection Monitoring
Required

Small Area Source

dry-to-dry only: less than 140 gals
transfer only: less than 200 gals*
both types: less than 140 gals*

Existing
New or used dry cleaning machine initially
installed before December 21, 2005.

Refrigerated Condenser
(unless installed before December 9, 1991,
then no nontrols are required)

Monthly: halogenated hydrocarbon detec-
tor (starting July 28, 2008)

Every 2 Weeks: perceptible leak check
(smell, touch, sight)

New
New or used dry cleaning machine initially
installed on or after December 21, 2005.

Refrigerated Condenser

Must recirculate perc vapor stream through
non-vented carbon absorber before door
can open

Monthly: halogenated hydrocarbon detec-
tor (starting July 27, 2006, or on date in-
stalled)

Every 2 Weeks: perceptible leak check
(smell, touch, sight)

Large Area Source

dry-to-dry only: 140 gals up to 2,100 gals
transfer only: 200 gals up to 1,800 gals*
both types: 140 gals up to 1,800 gals*

Existing
New or used dry cleaning machine initially
installed before December 21, 2005.

Refrigerated Condenser

(unless installed before September 22,
1993, then Refrigerated Condenser, or
Existing Carbon Absorber)

Monthly: halogenated hydrocarbon detec-
tor (starting July 28, 2008)

Every 2 Weeks: perceptible leak check
(smell, touch, sight)

New
New or used dry cleaning machine initially
installed on or after December 21, 2005.

Refrigerated Condenser

Must recirculate perc vapor stream through
non-vented carbon absorber before door
can open

Monthly: halogenated hydrocarbon detec-
tor (starting July 27, 2006, or on date in-
stalled)

Every 2 Weeks: perceptible leak check
(smell, touch, sight)

Major Source

dry-to-dry only: 2,100 gals or more
transfer only: 1,800 gals or more*
both types: 1,800 gals or more*

Date of purchase or installation does not
make any difference in determination of this
category

Refrigerated Condenser
+ Room Enclosure
+ Carbon Absorber

Monthly: perc (PCE) gas analyzer
(starting July 28, 2008)

Every 2 Weeks: perceptible leak check
(smell, touch, sight)

* Transfer systems may not be used after July 27, 2008. For those systems that are still in use, the refrigerated condenser on the washer must be
checked for temperature on a weekly basis.

See page 34 for special requirements that apply to perc machines in co-residential facilities (dry cleaning stores in the same building as a residence,
such as house, apartment building, condominium building, or hotel).
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@W ) DEQ Conjpliance Ca.lendar for Dry Cleaners .
j Registration and Permits

—

Registration

All dry cleaners are required to register with DEQ. All dry cleaners are required to submit the following forms: Initial Notification Report Form (pink), Compli-
ance Report Form (blue), and Pollution Prevention Report Form (yellow). If you add machines, change-out machines, move your store, close your store, or
change ownership, you should notify your DEQ regional office of the change within 30 days, using a new Initial Notification Report Form.

New Source Review Permits

New Source Review permits (construction and operation permits) may be required depending upon the size and classification of your dry cleaning store.
Title V Permit

Only major sources are required to obtain a Title V Operating Permit. All area sources are exempt from a Title V Operating Permit.

Major Source
If your facility is a major source, you are required to obtain a Title V Air Permit and a New Source Review Permit. Call Richard Rasmussen at (804) 698-4394 or
1-800-592-5482 ext. 4394, if you are a major source and need help understanding your requirements.

Exemptions — the following facilities are exempt:
» dry cleaning facilities using petroleum solvents, or synthetic solvents other than perc
= coin operated dry cleaning facilities
*  Drop-off only stores

Additional Requirements

1. Have available on-site a copy of the design specifications and the operating manuals for each dry cleaning system and each emission control device.
2. Close the door to the machine immediately after transferring articles to or from the machine, and shall keep the door closed at all other times.

3. Drain all cartridge filters in their housing, or other sealed container, for a minimum of 24 hours, or treat such filters in an equivalent manner before removal
from the dry cleaning facility.

4. Store all perc waste and any wastes that contain perc such as cartridge filters.

5. Operate each dry cleaning machine, or a reclaimer with a refrigerated condenser in a manner to not vent or release the air-perc gas vapor stream contained
within the dry cleaning machine to the atmosphere while the dry cleaning machine drum is rotating.

6. Operate each dry cleaning machine or reclaimer to prevent any air drawn into the dry cleaning machine when the door of the machine is open from passing
through the refrigerated condenser.

7. Do not bypass any carbon adsorber used on a dry-to-dry dry cleaning machine or transfer system in an attempt to vent, or release any air-perc gas-vapor
stream to the atmosphere at any time.
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Co-Residential Requirements

The requirements listed below apply only to dry cleaning machines located in buildings with a residence,
such as a house, apartment building, hotel, or condominium.

EPA has strengthened the requirements for dry cleaning facilities located buildings in which people reside, such as houses, apartments, condos and
co-ops. Because residences in these co-residential buildings are located very close to these dry cleaners, residents’ exposures and potential health
risks can be much higher than for typical facility.

Co-Residential Facilities with Machines Installed before December 21, 2005

= May not use a transfer machine.

» May continue to use an existing installed perc machine at the shop until it wears out, but not beyond December 21, 2020.
= May not relocate an existing perc machine from elsewhere to the shop.

Co-Residential Facilities with Machines Installed between December 21, 2005 and July 12, 2006
= May not use a transfer machine.
= May use an existing installed perc machine at the shop, but only inside a vapor barrier enclosure with its exhaust system operating at all times
the dry cleaning machine operates and during maintenance.
= The door to the enclosure may only be open when a person is entering or leaving the enclosure.
= The perc dry cleaning machine must have a refrigerated condenser and carbon adsorber (also called a “generation 4” machine).
= May not use a perc machine on or after July 27, 2009.

Co-Residential Facilities with Machines Installed On or After July 27, 2006

* May not use a perc machine after July 27, 2009.
= Must have a vapor barrier enclosure.
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U DEQ Regional Offices

—

*Valley Regional Office
P.O. Box 3000
Harrisonburg, Virginia 22801
fax (540) 574-7878
(540) 574-7800

by
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Rappahanripg

Shenandoah

Rockingham

Augusta
% West Central Regional Office

Y Northern Regional Office

13901 Crown Court

Woodbridge, Virginia 22193

fax (703) 583-3801
(703) 583-3800

@ Fredericksburg Satellite Office
806 Westwood Office Park
Fredericksburg, VA 22401
fax (540) 899-4647
(540) 899-4600

3019 Peters Creek Road
Roanoke, Virginia 24019
fax (540) 562-6725

Rockbridge

Alleghany

(540) 562-6700

Roanoke
Buchanan %
Roanoke
f Montgome!
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Washington

Albemarle
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Pittsylvania w
Halifax Brunswick
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Greensville

Southampton

City of
Suffolk

Chesapeal
4

% Southwest Regional Office
355 Deadmore St.
P.O. Box 1688
Abingdon, Virginia 24212
fax (276) 676-4899
(276) 676-4800

Y South Central Regional Office
7705 Timberlake Road
Lynchburg, Virginia 24502
fax (434) 582-5125
(434) 582-5120

% Piedmont Regional Office
4949-A Cox Road
Glen Allen, Virginia 23060
fax (804) 527-5106
(804) 527-5020

Visit www.deq.virginia.gov/regions/homepage.html, for more information.

*Tidewater Regional Office
5636 Southern Blvd.
Virginia Beach, Virginia 23462
fax (757) 518-2103
(757) 518-2000
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Helpful Contacts and Resources

DEQ Offices and Contacts
Small Business Assistance Program: Richard Rasmussen, (804) 698-4394, or 1-800-592-5482 ext.4394

Rodney Sobin, (804)698-4382, or 1-800-592-5482 ext.4382

Northern Regional Office: Dave Hartshorn, (703) 583-3895
Fredericksburg Satellite Office: James LaFrata, (540) 899-4507

Terry Darton, (540) 899-4505, or (703) 583-3845

Piedmont Regional Office: Boots King, (804) 527-5036
Tidewater Regional Office: Ken Pinzel, (757) 518-2191
South Central Regional Office: Craig Nicol, (434) 582-6229
Southwest Regional Office: Crystal Bazyk, (276) 676-4829
Valley Regional Office: Ron Phillips, (540) 574-7846

West Central Regional Office: Frank Adams, (540) 562-6773

Online Resources

Virginia Small Business Assistance Program (DEQ Office of Small Business Assistance)
http://www.deq.virginia.gov/osba/

In the Dry Cleaners section on the Business and Industry Resources page, you will find the following resources:

VA DEQ: 2008 Dry Cleaning Compliance Calendar

VA DEQ Environmental Compliance Refresher: educational/training seminar schedule, Regulatory Update presentation, Annual Emission Update
presentation, and Spills and Remediation presentation

EPA: National Perchloroethylene (Perc) Air Emissions Standards for Dry Cleaning Facilities (e-CFR), July 27, 2006

EPA Fact Sheet: Final Amendments to Air Toxics Standards for Perchloroethylene Dry Cleaners (English)

EPA Fact Sheet: Final Amendments to Air Toxics Standards for Perchloroethylene Dry Cleaners (Korean)

EPA: Dry Cleaning Emission Standards, overview page on Office of Air and Radiation

EPA: Rule and Implementation Information for Perchloroethylene Dry Cleaning Facilities, EPA Air Toxics Web Site

OSHA: Reducing Worker Exposure to Perc in Dry Cleaning

EPA: The Plain English Guide for Dry Cleaners: A Step-by-step Approach to Understanding Federal Environmental Regulations

EPA: The Plain Korean Guide for PERC Dry Cleaners: A Step-by-step Approach to Understanding Federal Environmental Regulations
VA DEQ: Wet Cleaning: An Alternative to Dry Cleaning that Is Safe For You, Your Clothes and Your Cleaner

EPA: Garment & Textile Care Partnership, Design for the Environment

EPA Hazardous Waste: RCRA In Focus: Dry Cleaning (English)

EPA Hazardous Waste: RCRA In Focus: Dry Cleaning (Korean) Page 36
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Overview

All dry cleaners generate wastes that are considered hazardous waste. A hazardous waste is any material that has come into contact with perc and that
needs disposal. Hazardous waste may include your still bottoms/muck from the muck cooker; the lint from your lint filter; the carbon filters that you may
have on your carbon adsorber; the carbon filters that you may have on your evaporator or atomizer (mister); the residue that you may have in your
perc/water separator, and the rags or kitty litter that you may use to clean up a spill.

Most dry cleaners are considered Conditionally Exempt Small Quantity Generators (CESQG) of hazardous waste, in other words. To be classified as
CESQQG, the store must generate less than 25 gallons or 220 pounds of waste per month. If you generate more, then you are considered a Small Quantity
Generator (SQG). SQGs have additional requirements that are necessary to comply with Virginia’s Hazardous Waste Regulations. A Small Quantity
Generator must have an EPA ID Number, which will look like “VAD 123456789.” DEQ recommends that Conditionally Exempt Small Quantity Genera-
tors also apply for an EPA ID Number. For more information, call Dan Gwinner at (804) 698-4218.

All containers that are holding hazardous waste must be kept closed at all times and must be labeled “Hazardous Waste.” Perc is very hazardous. If
spilled, perc should be cleaned up immediately. It can penetrate concrete and can contaminate the environment (ground and water). While Virginia does
not have a dry cleaner clean-up, DEQ provides a resource program called the Virginia Voluntary Remediation Program. This program can help dry clean-
ers with a clean-up, making the clean-up cots considerably less expensive than it might be without the program’s assistance. For information, call Kevin
Greene at (804) 698-4236.

You must ensure that the company that is picking up your hazardous waste is permitted to do so in Virginia. Each drum that is shipped should have a
manifest that is supplied by the shipper. If you are Conditionally Exempt, the shipper will use it's EPA ID Number. If you have your own, your number
should go on the manifest as the shippers number. Always make sure you know the final destination of your waste and that the destination is permitted
and licensed to accept handle, store, and dispose of hazardous waste. If you have any questions, contact Dan Gwinner at (804) 698-4218

Contacts

Dan Gwinner, Office of Waste Programs, DEQ Central Office, (804) 698-4218

Kevin Greene, Waste Remediation Program Office Manager, DEQ Central Office, (804) 698-4236
Willard Keene, Waste Inspector. Southwest Regional Office, (276) 676-4847

Resources

RCRA In Focus: Dry Cleaning (available in English and Korean)
www.epa.gov/epaoswer/hazwaste/id/infocus/dryclean.pdf
www.epa.gov/epaoswer/hazwaste/id/infocus/k99005k.pdf

Your waste is your responsibility forever, even after it leaves your shop.
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Waste Generation/Treatment Log

January 2007: have you disposed of any hazardous wastes? Yes No July 2007: have you disposed of any hazardous wastes? Yes No
Quantity Quantity

Ship Date Ship Date

Shipper Shipper

February 2007: have you disposed of any hazardous wastes? | Yes No August 2007: have you disposed of any hazardous wastes? Yes No
Quantity Quantity

Ship Date Ship Date

Shipper Shipper

March 2007: have you disposed of any hazardous wastes? Yes No September 2007: have you disposed of any hazardous wastes?| Yes No
Quantity Quantity

Ship Date Ship Date

Shipper Shipper

April 2007: have you disposed of any hazardous wastes? Yes No October 2007: have you disposed of any hazardous wastes? Yes No
Quantity Quantity

Ship Date Ship Date

Shipper Shipper

May 2007: have you disposed of any hazardous wastes? Yes No November 2007: have you disposed of any hazardous wastes? | Yes No
Quantity Quantity

Ship Date Ship Date

Shipper Shipper

June 2007: have you disposed of any hazardous wastes? Yes No December 2007: have you disposed of any hazardous wastes? | Yes No
Quantity Quantity

Ship Date Ship Date

Shipper Shipper

We recommend that you keep this disposal record for 5 years.
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In the near future, the federal EPA may be making changes to the federal regulation for dry cleaners that was effective on
July 26, 2006.

The changes will affect several of the requirements listed below:

= additional emission controls for new drycleaner construction or reconstruction

= increased monitoring and record keeping

= utilization and installation of perc drycleaners co-located in residential buildings

We will notify you as soon as the changes are made, and how these changes impact your shop.

If you have any questions, please contact:
Richard Rasmussen

Director

DEQ Office of Small Business Assistance

PO Box 1105
Richmond, VA 23218-1105

Toll-Free: 800.592.5482 ext. 4394 (in-state only)
Telephone: 804.698.4394

Fax: 804.698.4264

Email: rgrasmussen@deq.virginia.gov
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